
 

 
 
 
 
 

WARRANTY & DISCLAIMER - Terrafirma products are warranted free from defects in materials and workmanship for a period of 12 months from the date of retail invoice. Terrafirma does not warrant that the products manufactured or 

marketed by it comply with the laws of the country where those goods are purchased or used. It is the sole responsibility of the purchaser to ascertain whether products being purchased, or the fitting of those products to any other 

object, comply with local laws. This warranty covers structural defect and workmanship but does not cover finishes, labour charges for removal or refitting, freight costs, accident damage, misuse or abuse, damage due to incorrect or 

improper fitment or application, modified product, faulty design or consequential damage of any kind. Damage or defects caused by collision, alteration, improper installation, road hazards, adverse conditions or usage for any other 

purpose other than normal private usage are not covered by this warranty. Terrafirma shall not be liable for any other claim relating to the use of the product and any indirect special or consequential damage or injury to any person, 

company or other entity. All claims must be accompanied by the original retail invoice and should be submitted to the supplying Allmakes 4x4/Terrafirma distributor. This warranty covers only the replacement of the product or part 

concerned. The decision remains solely at the discretion of Allmakes Ltd. The information contained in this catalogue was correct at the time of going to press. Allmakes/Terrafirma and its associated companies reserve the right to alter 

the range and any product specifications without notice. Always consult your Allmakes/Terrafirma distributor for the latest product information and specifications. The Terrafirma range of products is constantly being evaluated for 

enhancement and improvement to make sure the level of quality and performance is as expected.  
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GI004 
 

 

PART NUMBER: GI004 

MOUNTNEY STEERING WHEEL – 14”, 3 -SPOKE VINYL – NO BOSS 

FITS: DEFENDER, DISCOVERY 1 AND RANGE ROVER CLASSIC 

FITTING INSTRUCTIONS 

To remove the original steering wheel, first remove the centre cap or horn, push 

then fold down the tab washer on the centre lock nut 

Unscrew centre lock nut on steering column and then remove the steering wheel, 

you may to tap it off gently from the underside using a mallet. 

Before fitting the new boss (GI002 – 36 spline or GI003 – 48 SPLINE), ensure 

the road wheels are in the straight ahead position. 

Mount the new steering boss on to the splines, ensuring the indicator 

cancellation position is correct, On some vehicles, you may need to re-use the 

original brass contact ring. A thin smear of grease on the splines will aid future 

removal if required. 

Replace any washers prior to tightening the centre nut, consult workshop manual 

for the correct torque setting. 

Attach the new steering wheel to the boss with the fasteners supplied, 

remembering to check they’re still tight after a few days use. 

 

 

 


